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PIPE_SECURING DETAIL

‘ PE 3408 200 PS| TUBING (MIN.)

NOTES:

«+ CONTRACTOR TO CONFIRM ADEQUATE SPACE WITHIN
MANHOLE STRUCTURE TO COMPLETE ALL FITTINGS
AND APPURTENANCES AS SHOWN PRIOR TO
ORDERING STRUCTURES.

+ HDPE/POLY PIPE REQUIRES THE USE OF
STAINLESS STEEL INSERT PIPE STIFFENERS FOR
ALL PACK JOINT/COMPRESSION CONNECTIONS.

+  MANHOLE SHALL' BE VACUUM TESTED PRIOR TO
BACKFILL FOR SCSD #1 STANDARDS AND
SPECIFICATIONS

+ PRVATE SEWER LATERALS SHALL NOT BE
CONNECTED TO MAIN SEWER LINE INSIDE
STRUCTURE

+ INNER DIAMETER OF TUBING SHALL BE A MINIMUM
OF 1-1/4"

+ RESTRAINED TUBING CONNECTION SHALL BE
GRIP—RING OR PACK JOINT TYPE OR APPROVED
EQUAL

+  ALL OFF—SITE MANHOLES SHALL BE MARKED WITH
RHINO MARKING PROTECTION SYSTEM PER SCSD

#1
« CONTRACTOR IS RESPONSIBLE FOR ESTABLISHING
FLOW

PE 3408 200 PSI TUBING (MIN.) [

WHERE AIR RELIEF VALVE

5.0° MIN. I.D. PRECAST MANHOLE
BY FORT MILLER OR APPROVED
EQUAL.

IS SPECIFIED,
INSTALL A.R.l. OPTIMAL FLOW SOLUTIONS,
MODEL D-020 COMBINATION AIR VALVE
FOR WASTEWATER WITH 2° NI

CONNECTION. (OR APPROVED EQUAL)\

FINISHED GRADE

PRECAST CONCRETE GRADE RINGS FOR ADJUSTMENT
DOUBLE BUTYL ROPE FRAME AND GRADE RINGS

C.l. FRAME &
COVER NEENAH # R—1558

—30°  GRADE TO DRAIN

MAX ——
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§ 2" F.IP.T. STAINLESS
STEEL/BRASS FULL
PORT BALL VALVE

5" MIN.

STEEL/BRASS
THREADED CAP
.

STAINLESS
STEEL/BRASS 6"
NIPPLE THREAD x

2" CAM & GROOVE
DISCONNECT FOR
FLUSHING PIPE

\':JL.IP
|

1/4" TURN CHECK

RUBBER BOOT BY
KOR—N—SEAL OR
APPROVED EQUAL.

— — ¥

PE 3408 200 PS| TUBING (MIN.)

STAINLESS STEEL STRAPS
(SEE PIPE SECURING DETAIL)
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PLACE NON—WOVEN
GEO—-TEXTILE FABRIC

(EQUIVALENT TO PROPEX

GEOTEXT 451) ON TOP OF
CRUSHED STONE SUBBASE—\

BUTYL WRAP

—EXTERIOR OF

MANHOLE

—10" WIDE MINIMUM
UTYL WRAP

MANHOLE SECTION BUTYL
DETAIL

HDPE FORCE MAIN USE BRASS PACK
JOINT COUPLING. (WHEN NECESSARY)

$10 COATED, STRANDED STANLESS STEEL
[ GREEN TRACER W

GATE VALVE OPEN LEFT
(TP)

SEE_MANHOLE
SECTION BUTYL
SANITARY FORCE
DETAIL MAIN SHALL BE
DR—9 OR DR-11
200 PSI (MIN.)
FILL VOID WITH
3000PSI AR
ENTRAINED

—

PE 3408 200 PSI TUBING (MIN.)

12" MIN. #2 CRUSHED STONE ON
UNDISTURBED OR COMPACTED

SUBGRADE TO SPRING-LINE OF
PIPE.

()

BRASS, STAINLESS Z
STEEL OR HDPE WYE
FOR FORCEMAIN

PRESSURE_SANITARY SEWER
CLEAN OUT AND AIR RELIEF STATION

—IN—PLACE
CONCRETE

BLOCK PIPE SUPPORT
OR PIPE STANDS

IN—LINE

COPTION 2>

\_FIELD POURED FLOOR SLOPED TO SUMP (}"/FT.)
3000PS| AR ENTRAINED CONCRETE.

SARATOGA COUNTY SEWER DISTRICT #1

U NOT TO SCALE

OF THESE DETAIL SPEC'S AT ANY TIME

RESERVES THE RIGHT, AT OUR DISCRETION, TO
CHANGE, MODIFY, ADD OR REMOVE PORTIONS

SARATOGA COUNTY SEWER DISTRICT #1

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK

P.O. Box 550 Mechanicville, New York 12118
http://www.saratogacountyny.gov/departments/sewer-district-1/

Telephone: (518) 664-7396

Fax: (518 664-6280
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